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MINYU MIC SERIES HORIZONTAL
SHAFT IMPACT CRUSHER

® Three-Four rows of blow bars. e Chromemoly Shaft.

e Extra large feed opening. ® Dual adjustable Curtains.

* Hammers with balanced counterweight. ® 150mm Bearing.

e Hydraulic Hood Opening. e Automatic adjustment control.

GENERAL SPECIFICATIONS

Type vg?g(gt‘gr[()ii:;:ln?:;r olifl?;ivrii‘r’\\;:g::) Feed Opening LxW (in/mm) Power (HP/kW) Weight (Ibs/kg)
MIC102092 40/1,020 36/914 36x31 / 930x800 75-100/ 55-75 22,660/ 10,300
MIC102115 40/1,020 4571,143 45x31/1,160x800 120-150/90-110 25,300/ 11,500
MIC102152 40/1,020 60/ 1,524 60x31/ 1,540x800 150-175/110-132 29,370/ 13,350
MIC133076 52/1,330 30/762 30x42 / 778x1,065 75-100/ 55-75 25,080/ 11,400
MIC133092 52/1,330 36 914 36x42 / 930x1,065 120-150/90-110 30,580/ 13,900
MIC133115 52/1,330 45/1,143 45x42 /1,160x1,065 175-215/132-160 35,200/ 16,000
MIC133152 52/1,330 60/1,524 60x42 / 1,540x1,065 250-300 / 185-220 42,900/ 19,500
MIC133184 52/1,330 72/1,848 73x42 / 1,844x1,065 250-300 / 185-220 48,400/ 22,000

CAPACITY

Type STPHIMTPH STI'-.’H/MTPH STPH/MTPH STF_’HIMTPH STPI-!/MTPH STI_’HIMTPH

@ 3/4in/ 19mm @ 1in/ 25mm @11/2/38mm @ 2in / 51mm @ 2 1/2in / 63mm @ 3in/76mm
MIC102092 66 /60 88/80 103/94 121/110 132/120 149/135
MIC102115 83/75 110/ 100 132/120 1517137 165/ 150 187 /170
MIC102152 105/95 128/116 160/ 145 176 /160 205/ 186 2377215
MIC133076 84/76 112/102 133 /121 154 /140 167 /152 190/173
MIC133092 101/92 136/ 124 160/ 145 186 /169 202 /184 230/209
MIC133115 128 /116 1717155 202 /184 232 /211 253/230 287 /261
MIC133152 212/193 279/ 254 333/303 378/ 344 420/382 464 /422
MIC133184 275/250 363 /330 433 /394 493 /448 546 / 496 603 / 548
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DIMENSIONS

Type

MIC102092

MIC102115

MIC102152

MIC133076

MIC133092

MIC133115

MIC133152

MIC133184

32in / 800mm

31-1/2in / 800mm

31-1/2in / 800mm

41-3/4 in / 1059mm

42in/1065mm

42in/1065mm

45in/1142mm

42in/1065mm

36-1/2 in / 930mm

45-3/4in/ 1160mm

60-3/4 in / 1540mm

30-3/4 in/ 778mm

36-1/2in / 930mm

45-3/4in/ 1160mm

60-3/4 in / 1540mm

72-1/2in/ 1844mm

(s
Cc D E
58-3/4in/1493mm  94-1/2 in / 2400mm 20 in /509mm
58-1/2in/1488mm  93-3/4 in / 2382mm 20 in / 509mm
59-1/4in/1507mm  92-3/4 in / 2355mm 20 in /509mm

73in/1851mm

73in/1851mm

73in/1851mm

74-1/2 in / 1890mm

73in/1851mm

116 in/ 2944mm

115-1/4 in / 2928mm

116 in / 2944mm

115-1/4 in / 2928mm

1156-1/4 in / 2927mm

26-3/4 in / 679mm

26-3/4 in / 679mm

26-3/4 in / 679mm

26-3/4 in / 679mm

26-3/4 in / 679mm
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60 in/ 1525mm

69 in/ 1755mm

84in/2135mm

54in/1372mm

60 in/ 1524mm

69in/1754mm

84in/2134mm

96 in / 2438mm

87in/2210mm

95-3/4 in / 2430mm

108-1/4 in / 2750mm

80-3/4 in / 2050mm

87in/2210mm

95-3/4 in / 2430mm

111-1/2in / 2830mm

123-1/4in / 3130mm

70-1/2in / 1790mm

70-1/2in / 1790mm

70-1/2in / 1790mm

86-3/4 in / 2200mm

86-3/4 in / 2200mm

86-3/4 in / 2200mm

86-3/4 in / 2200mm

86-3/4 in / 2200mm

81in/2055mm

81in/2055mm

81in/2055mm

105-1/2 in / 2676mm

105-3/4 in / 2686mm

105-3/4 in / 2686mm

105-1/2in/ 2676mm

105-1/2 in / 2676mm



PROFILE CONSTRUCTION

HYDRAULIC CURTAIN CLEARING
FEED ENTRY

Clears oversized rocks.
The Minyu impactor has 45 degree
feed chute with replaceable liners.

Hydraulic curtain relief.

BLOW BARS

Thick blow bars with locking
tongue set in to a replaceable
backing bar seat.

ROTOR

Heavy duty shaft, replaceable
bar seat, 45 degree feed chute.

HYDRAULIC HOOD OPENING

Replace the worn-out parts quickly.

CURTAIN LINERS

All curtain liners are
interchangeable. Same size
simplifies parts needs.

POSITIVE ROTOR LOCK

Use during bar changes.
SAFETY FIRST!
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